One Hole Terminal Lug (DIN)

DAR Terminal Lugs are meticulously crafted from high-conductivity seamless copper tubing. These lugs undergo an
annealing process to prevent cracking and splitting during crimping. To ensure optimal electrical conductivity and
mechanical strength, they are electro-tinned plated. Each DAR Terminal Lug comes complete with a bolt, washer,
and nut. They adhere to the DIN EN 13600 standard, reflecting their commitment to quality and performance.

Conductor Conn. L
Size Die D
6 M6 5 10 85 7.5 8 3.8 24 1.5

5.5 6.4
10 M6 6 10 2 7.5 8.5 4.5 6 64 27 15
16 M8 8 20 13 10 10 55 85 84 36 25
25 M8 10 20 16 10 10 7 10 84 38 3
35 M10 12 20 19 12 12 82 12,5 105 42 2.5
50 M10 14 28 22 12 12 10 145 105 52 4
70 M12 16 28 24 13 13 11.5 165 13 55 4.5
95 M12 18 35 28 13 13 135 19 13 65 5
120 M12 20 35 32 16 13 165 [ 21 [ 13 [ 70 | 5.5
150 M12 22 35 34 16 17 17 235 13 78 6
185 M16 25 40 37 19 20 19 |25.5| 17 | 82 6
240 M16 28 40 42 19 20 215 | 29 | 17 | 92 7
300 M16 32 50 48 19 20 245 32 17 100 7
400 M20 38 70 55 25 20 275 385 21 115 10
500 M20 42 70 60 25 20 31 42 21 125 10

630 M20 44 80 63 25 20 345 44 21 135 10
800 M20 52 100 75 25 20 38 52 21 165 12
1000 M20 58 100 85 25 20 44 58 21 165 14




